Commercial Pattern, Inc. Facility # A6499

Title V Semi-Annual Monitoring Verification Report

Table VII-A
Applicable Limits and Compliance Monitoring Requirements
S1 - Fiberglass Operation

‘Monitoring  Monitoring .~ Com-

Citation of FE

. Type of o Requirement Frequency Monitoring plianc
Lirnit Linit’”  YIN Limit ~Citation (PICIN) ~~ Type e
Weight | BAAQMD weight loss/emissions from BAAQMD
Loss from | 8-50-301.5 vapor suppressed resin < 8-50-501.3
VOC BAAQMD 50 g/m2 surface area or BAAQMD
Emissions| Condition | N compliance with BAAQMD Condition P/E records | N/A
#9997, part 8-50-301.6 or 8-50-301.7 #9997, part
4b 7 plus 11
BAAQMD
8-50-301.6 BAAQMD
BAAQMD applicable limits for openmold | 8-50-501.2a
Condition resin or gel coat in BAAQMD 8- | BAAQMD
vOoC #9997, N | 50-301, Table 1 or compliance Condition P/E records Y
parts 2 with BAAQMD 8-50-301.5 or 8- | #9997, part
plus 50-301.7 7 plus 11
4a
monomer content up to 10%
more than applicable limits in
BAAQMD 8-50-301, Table 1 of BAAQMD
resins and gel coats used to 8-50-501 2
BAAQMD touch up, repair or install a i
8-50-301.7 composite product and the use BAAQMD
VvOC N . Condition P/E records Y
of hand -held atomized spray 49997
. ) ! , part
technologies with a container 7 plus 11
that is part of gun with capacity
< 1 quart or compliance with
BAAQMD 8-50-301.5 or
8-50-301.6

10f6




Commercial Pattern, Inc. Facility # AG499

Title V Semi-Annual Monitoring Verification Report

Table VII-A

$1 - Fiberglass Operation

Applicable Limits and Compliance Monitoring Requirements

Monitoring  Monitoring
Type of Citation of FE L Requirement Frequency Monitoring .
< Limit Limit " YN ~ Limit Citation (P/ICIN)} =  Type Compliance
BAAQMD 8- BAAQMD
8-50-501.2a
50-304 and . L .
BAAQMD applicable limits for corrosion BAAQMD
VOC - resistant materials in BAAQMD | Condition P/E records Yes
Condition 8-50-301, Table 1 #9997, part
#9997, part ~o0-301, Table e
4c plus
BAAQMD BAAQMD
8-50-305.4 8-50-501.2b
BAAQMD content of cleaning material and
VOC Condition n <25 Ilitgr aterial, Condition P/E records Yes
#9997, part 2499 #9997, part
6 7 plus 11
monomer content of resin < 35% SIP 8-50-
SIP 8-50- by weight or compliance with 501.2
VOC 1 a0t BAAQMD 8-50-301.2 or 8-50- | rncMD | PE ) records | Yes
304 Condition
#9997, part
7 plus 11
\LNe'ght weight loss/emissions from | SIP 8-50-
0ss i
from SIP 8-50- vapor suppressed resin < 60 501.3
voC 3012 g/m2 Surface area or BAAQMD P/E records N/A
Emiss- ' compliance with BAAQMD 8-50-{ Condition
: 301 or 8-50-304 #9997, part
ions
7 plus 11
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Commercial Pattern, Inc. Facility # A8499

Title V Semi-Annual Monitoring Verification Report

Table VI-A
Applicable Limits and Compliance Monitoring Requirements
$1 - Fiberglass Operation

'i};l!j;!gahm-: FRLEEY m'hns?;iﬂ?hi:éihi’hEli- b AetiE e oo EEF ‘;;.~:\"“‘iJEllld”3k|!i ;93-““ et e ’i'-;n,:a».g.‘._,“. Sert e BE e e ey et feieoasy BB e b BByt e sy gy rU A
. - Monitoring Monitoring
Typeof Citationof FE Requirement Frequency Monitoring
Ldmit Limit: ;.  YIN Limit , Citation {P/C/N) Type  Compliance
monomer content of SIP 8-50-
SIP 8-50- corrosion resistant materials | 501.2 and
vOC 304 Y < 50% by weight or BAAQMD P/E records Yes
compliance with BAAQMD 81 Condition
50-301.2 #9997, part
7 plus 11
SIP 8-50-
SIP 8-50- content of cleaning material | 501.2 and
VOC | "a054 | Y < 200 g/liter Condition PIE records Yes
#9997, part
7 plus 11
SIP 8-50-
SIP 8-50- content of gel coat, as 501.2 and
voe 307 Y applied < 250 g/liter Conditian PIE records ves
#9997 part
7 plus 11 o
Gelcoat throughput < 4,100
galfyr and compliance with
Material | oAl D BAAQMD Condition #9997, | SAAGMD
Through Y | parts 8 plus 9 or none of the P/D records Yes
#9997, part . ; #9997, parts
put 1 above but compliance with 7 and 14
BAAQMD Condition #3997,
part 10
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Commercial Pattern, Inc. Facility # A6499

Title V Semi-Annual Monitoring Verification Report

Table VII-A

Applicable Limits and Compliance Monitoring Requirements

$1 - Fiberglass Operation

~Monitoring  Monitoring

y Requirement  Frequency Mor |tor|ng ‘ ;
Limit™ ~ Citation {P/CIN) Type Compliance’
Resin Throughput < 32,000
galfyr and compliance with
Material | BAAQMD BAAQMD Condition #9997, | BAAQMD
Through| Condition parts 8 plus 9 or none of the | Condition PO records Yes
put | #9997, part above but compliance with | #9997, part
3 BAAQMD Condition #9997, 7 plus 11
part 10
owsou | | |90 erissere S50 | sasauo
NPOC | Condition P plianc Condition P/ID records X
BAAQMD Condition #
#9997, part 9997 part 102 and ¢ #9997, part
10b P 7 plus 11
Open molding - tooling -
HAP 6;05;:022) with Mechanical resin ;g g;% PIE records N/A
) application < 254 Ib/ton ]
Open molding - tooling -
Hap | AJ0CFR with Manual resin 40 CFR PIE records N/A
63.5805(a) - 63.5810
application < 157 Ib/ton
Open molding - low flame :
40 CFR spread/low smoke products - 40 CFR
HAP | 63.5805(a) with Mechanical resin 63.5810 P/E records NA
application < 497 Ibfton
BAAQMD PGC emissions < 11.008 tpy | BAAQMD
Condition and compliance with Condition
POC 499097, part BAAQMD Condition #9997, | #9997, parts | "0 records ves
10a part 10b and ¢ 7and 11
BAAQMD Mec_han_lcal non-atomlged BAAQMD
Condition ap’.)l'ca.'t'on for mechamcal_ Caondition isual v
POC #9997, part application of catalyzgd resin #9997, parts P/D Visua es
and chopped glass fibers to
13 7 and 11
an open mold
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Commercial Pattern, Inc. Facility # A6499
Title V Semi-Annual Monitoring Verification Report

Applicable Limits and Compliance Monitoring Requirements

Table VII-A

81 - Fiberglass Operation

Monitormg Monitoring .

ation of f Requirement Frequency Monlténng o
lest Limit:  YIN Limit Citation (P/CIN) Type  Compliance
Open molding - low flame
40 CFR spread/low smoke products - 40 CFR
HAP | 63.5805(a)| ¥ with Manual resin 63.5810 PIE records ves
application < 238 Ib/ton
Open molding - gelcoat:
Tooling gel coating < 440
40 CFR 40 CFR
HAP 63 5805(a) Y Ib/ton 63.5810 P/E records Yes
Open molding - gelcoat; ]
White/off white pigmented
40 CFR : 40 CFR
HAP 63.5805(a) Y gel coating < 267 Ib/ton 63.5810 P/E records Yes
Open molding - gelcoat:
All otherpigmented
40 CFR ) 40 CFR
HAP 63.5805(a) Y gel coating <377 [bfton 63.5840 P/E records Yes
sasou || TR a2 TS | sana
Tac |Condiion#l 1 o pliance with BAAQMD | Sondition# |5y records Yes
9997, part Iy 9997, parts 7
Condition # 9997, part 10a
10¢c plus 11
and b
Cleanup sclvent < 1,100 galfyr
and compliance with
BAAQMD " BAAQMD
Condition # BAAQMD Condition #9997, Condi(t)ion 4
NPOC N | parts 8 plus 9 or none of the P/D records Yes
9997, part . . 9997, parts 7
5 above but compliance with Us 11
BAAQMD Condition #9997, | P
part 10
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Commercial Pattern, Inc. Facility # A6499
Title V Semi-Annual Monitoring Verification Report

Table VII-A
Applicable Limits and Compliance Monitoring Requirements
81 - Fiberglass Operation

o S ) Monitoring Menitoring
Type of Citationnof FE : Requirement Frequency Momtormg
Limit

Limit Limit” Y/N Citation (PICIN) Type Compliance
BAAQMD
. BAAQMD Ringelmann 1.0 for < 3 Condition # Visual
Opacity | “g.301 | Y minutes/hr 9997, part 15| 2 | inspection Yes
BAAQMD
BAAQMD Conditiion Visual Filter
FP 6-310 N 0.15 gr/dscf #9997, P/D inspection Yes
part 156
BAAQMD
BAAQMD 6 A-10P osrlbfhrbut notto |- oo giion Visual Filter
FP Y | exceed 40 Ib/hr, where P is P/D . . Yes
1-311 . #9997, inspection
process weight, ton/hr
part 15
4.10P oe7 Ib/hr but not to ggﬁﬁﬂ% Visual Filter
FP SIP8-311 | Y | exceed 40 Ibthr, where P is P/D } . Yes
rocess weight, ton/hr #9997, inspection
P g part 15
BAAQMD
, Ringelmann 1.0 for < 3 Conditiion Visual Filter
Opacity | SIP 6-301 M minutes/hr #9997, P/D inspection Yes
part 15
BAAQMD
Conditiion Visual
FP SIP6-310 | Y 0.15 gr/dscf #9997, P/D inspection Yes
part 15
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Commercial Pattern, Inc. Facitity # A6499

Applicable Limits and Compliance Monitoring Requirements

Title V Semi-Annual Monitoring Verification Report

Table VII-B

S2 - Booth and Brush Area for Bus Component Coating Operation

>"i‘(ype of

Citation of

Monitoring  Monitoring

- FE Requirement Frequency Monitoring
~Limii Limit © - Y/N Limit Citation {P/C/N) Type Compliance
BAAQMD
BAAQMD shall not apply more than 5,380 | 8-45-501
Condition gallons of Firetemp S| coating | BAAQMD
POC #22654, Y during any consecutive 12- Condition P/E records Yes
part 1 month period. ( basis: #22654, part
Cumulative Increase 4
BAAQMD
Bcgj:citlr) E Total POC emissions from $-2 8-45-501
do not exceed 1 ton in any Condition
#22654, Y consecutive twelve month #22654, part PIE records ves
part 2a. .
period. 4
BAAQMD maintain a current list of all BAAQMD
Condition ; 8-45-501
#00654 materials used at S-2 and Condition
’ Y |MSDSs for each. The list shall P/E records Yes
part i #22654, part
3 provide all of the data necessary 4
to evaluate compliance.
BAAQ.MD The permit holder shall not use BAAQMD
Condition ) . 8-45-501
492654 any coating subject to 40 CFR Condition
Voc ' Y |82, Protection of Stratospheric P/E records Yes
part . . #22654, part
Ozone. (basis: Regulation 206-
> 503 4
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Commercial Pattern, Inc. Facility # A6499

Applicable Limits and Compliance Monitoring Requirements

Title V Semi-Annual Monitoring Verification Report

Table VII-B

S2 - Booth and Brush Area for Bus Component Coating Operation

(T5 LTS PRSI

B TN A TPV

Type of Citation of FE

Monitoring  Monitoring ’
Requirement Frequency Monitoring

P TOVURT S B PTFORR SO

Limit Limit-  Y/N Lirnit Citation {P/CIN) Type = Compliance
BAAQMD

VOC BZAQEJ(I)\{I‘DB N Adhesion g;o;gofs;gl;rlnit: 840 g/l| 8-45-501 PAW records N/A
BAAQMD

VOC 3EE4A5A2(|;1% N Clearcoatzihfll}:i)i;r;;:lZ50 g/l or 8-45-501 PN records N/A
BAAQMD

VOG BB-4A5A-(§3A1D3 N g);lcljtr)/;c;?ting limit: 420 g/l or 8-45-501 PIW records N/A
BAAQMD

VOC SiA?_?mDB N (r;/:uslfi;czltg){’%;clzoating limit: 680 g/l 8-45-501 PW records N/A
BAAQMD

VOC 8E11A5A_(§(IJ\41D3 N gP/rlect)l;e;tsn]g?gtaﬁoating limit: 660 8-45-501 PV records N/A
BAAQMD 7

vOoC 8E§4A5A—(3)(|;A103 N | Primer limit: 250 g/l or 2.1 ib/gal 8-45-501 P/W records N/A
BAAQMD

VOC 8914A5A§(|;/1|D3 N PrimerSeg?grlgggzl 340 g/lor 8-45-501 PAN records N/A
BAAQMD

VOG 88_4A:§(I)V}|D3 N Single Sézgoergésatli;’gallilmit: 420 | 8-45-501 P records N/A
BAAQMD

voo | AAOMD) | Temporay prectvecoatng | 849501 | gy | recoss |
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Commercial Pattern, inc. Facility # A6499

Title V Semi-Annual Monitoring Verification Report

Table VII-B
Applicable Limits and Compliance Monitoring Requirements
S2 - Booth and Brush Area for Bus Component Coating Operation

ed .,

Monitoring  Monitoring @

Type of Citationof FE Requirement Frequency Monitaring
Limit Limit - "Y/N Limit Citation {P/CIN) “Type Compliance
BAAQMD
BAAQMD Truck bed liner coating limit: 8-45-501
VOC 1g.45.301.3 310 g/l or 2.6 Ibigal PV | records N/A
BAAQMD
BAAQMD Underbody coating limit: 430 g/l| 8-45-501
VOC 19453013 or 3.6 Ib/gal P records N/A
BAAQMD
BAAQMD Unifarm finish coating limit: 540 | 8-45-501
VOC  1g45.301.3 g/l or 4.5 Ib/gal PIW records WA
BAAQMD
BAAQMD Other coating type Limit: 250 g/l | 8-45-501
VOC g 45.301.3 or 2.1 Ib/gal PIW records N/A
Surface Preparation Solvent: BAAQMD
BAAQMD General limit: 25 g/l or 0.2 8-45-501
voc 8-45-308.5 Ib/gal; Bug and tar remover: 350 PIW records NA
g/t or 2.9 Ib/gal
Combined volume of adhesion | BAAQMD
Coating | BAAQMD promoter, uniform finish coating| 8-45-501
usage 8-45-312 and multi-color coating < 5% of P records N/A
topcoats applied, montly basis
SIP 8-45- Group Il Vehicles, Precoat limit:
vOC 3012 600 g/l or 5.0 Ib/gal SIP 8-45-501 P/W records N/A
BAAQMD Group Il Vehicles, Pretreatment
vocC wash primer limit: 780 g/l or 6.5 | SIP 8-45-501 P/W records N/A
8-45-301.2
Ib/gal
BAAQMD Group il Vehicles, Primer sealer
VOC 18453012 limit. 340 g/l or 2.8 Ibigal | o 6-49-501|  PAW | records NiA
BAAQMD Group Il Vehicles, Primer limit:
\Y : -45-
ocC 8-45.301.2 250 gfl or 2.1 Ib/gal SIP 8-45-501 P/W records N/A
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Commercial Pattern, inc. Facility # A6499

Title V Semi-Annual Monitoring Verification Report

Table VII-B
Applicable Limits and Compliance Monitoring Requirements
S$2 - Booth and Brush Area for Bus Component Coating Operation

B Monitoring  Monitoring

Type of Gitation of FE Requirement Frequency Monitoring

. Limit Limit  Y/N Limit Citation (P/ICIN) Type Compliance
SIP 8-45- Group Il Vehicles, Topcoat limit:
VOC 3012 Y 420 g/l or 3.5 Ibigal SIP 8-45-501 P/W records N/A
Group Il Vehicles,
vVOC BAAQMD Y | Metallic/iridescent topcoat limit; | SIP 8-45-501 P/ records N/A
8-45-301.2
420 g/l or 3.5 Ib/gal
SIP 8-45- Group Il Vehicles, Camouflage
VOC | 3012 | Y iimit 420 g/l or 3.5 Iblgal SIP 8-45-501)  PIW ) records N/A
Surface Preparation Solvent:
SIP 8-45- General limit: 72 g/l or 0.6
- N/A
voc 308.4 Y Ib/gal;, Hand help spray: 780 gfi SIP 8-45-501 P records
or 6.5 Ib/gal
SIP
BAAQMD Special Coating limit: 840 g/lor | 8-45-501
VOC 8.45.312 Y 7.0 Ib/gal PW records N/A
SIP
BAAQMD Temporay Protective coating 8-45-501
VOC  Ngusaiz| ¥ limit: 60 g/ or 0.5 Ib/gal PIW records NIA
- TR
vOC SIP 8-45 Y Preccat usagelllmlt. 25% of SIP 8-45-501 PIW records N/A
314 waterborn primer sealer
BAAQMD Group It Vehicles, Pretreatment
vOC Y |[wash primer limit: 780 g/l or 6.5 { SIP 8-45-501 P/W records N/A
8-45-301.2
Ib/gal
BAAQMD Group Il Vehicles, Primer sealer
VOC g 453012| ¥ limit: 340 gfl or 2.8 Ipigal | o' ©-45-501(  PAW | records NIA
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